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 ชัÊนป้องกนัการสะทอ้นแสงสาํหรับเซลลแ์สงอาทิตยมี์ความสาํคญัในการลดความสูญเสีย
ทางแสงทีÉเกิดจากการสะทอ้นกลบัทีÉผวิของเซลลแ์สงอาทิตยก์ารสร้างชัÊนป้องกนัการสะทอ้นแสงมี
ส่วนสําคญัต่อการเพิÉมประสิทธิภาพในการแปลงพลงังานให้แก่เซลล์แสงอาทิตย์เนืÉองจากจะมี
ปริมาณโฟตอนมากขึÊนทัÊงความยาวคลืÉนสัÊนและคลืÉนยาวนัÊน ทีÉสามารถหกัเหและถกูดูดกลืนไปยงัทีÉ
ผวิชัÊนตืÊนและลึกไดต้ามลาํดบัในกรณีทีÉชัÊนป้องกนัการสะทอ้นแสงทีÉเคลือบบนผวิเซลลมี์โครงสร้าง
ผิวขรุขระจะยงัสามารถทาํหน้าทีÉ เป็นตัวกับดักแสง (Light-trapping) ให้กบัเซลลแ์สงอาทิตยไ์ด ้
เนืÉองจากมีพืÊนทีÉรับแสงมากขึÊน ซึÉงจะส่งผลใหเ้ซลลแ์สงอาทิตยมี์กระแสลดัวงจรและแรงดนัไฟฟ้า
เปิดวงจรสูงขึÊน 
 งานวิจยันีÊ ไดท้าํการศึกษาและผลิตฟิลม์บางผลึกนาโนซิงคอ์อกไซด์ทีÉเจือดว้ยบิสมทัทีÉผลิต
ดว้ยเทคนิคการเคลือบผิวดว้ยแรงหมุนเหวีÉยง (Spin coating) จากการเตรียมสารละลายโซล-เจล 
(Sol-gel)ซิงคอ์อกไซด์ตัÊ งตน้ สาํหรับเป็นชัÊนป้องกนัการสะทอ้นแสงให้กบัเซลลแ์สงอาทิตยช์นิด
ผลึกซิลิคอนเทคนิคการผลิตดงักล่าวมีตน้ทุนการผลิตทีÉต ํÉากว่าชัÊนซิลิคอนไนไตรทที์Éผลิตในระบบพ
ลาสม่าและสุญญากาศพิเศษ อีกทัÊงเทคนิคโซลเจลยงัให้โครงสร้างผิวขรุขระในระดบัจุลภาคซึÉงทาํ
หนา้ทีÉเป็นตวักบัดกัแสงมากขึÊน อีกทัÊงค่าช่องว่างพลงังานทางแสงของฟิลม์ผลึกบางนาโนซิงค์ออก
ไซดที์Éเจือดว้ยบิสมทัมีค่าประมาณ3.33-3.35eVซึÉงสามารถผลิตพาหะให้แก่เซลลจ์ากแสงโฟตอนทีÉ
ตกกระทบในช่วงความยาวคลืÉนสัÊน ดงันัÊนงานวิจยันัÊนจึงไดศึ้กษาถึงการปรับปรุงโครงสร้างผลึกนา
โนซิงคอ์อกไซดที์Éเจือดว้ยบิสมทัโดยการลดจุดบกพร่อง (Defect) ทีÉเกิดขึÊนจากการเติมสารเจือดว้ย
บิสมทัดว้ยวิธีฟอร์มมิÉงก๊าซ(Forming gas)และปรับปรุงคุณภาพพืÊนผวิของฟิลม์บางดว้ยการเติมสาร
ลดแรงตึงผวิชนิดประจุบวกไตรเมทิลแอมโมเนียมโบไมด์(CTAB) เพืÉอช่วยในการยึดเกาะโมเลกุล
ของซิงคอ์อกไซด ์ซึÉงจะส่งผลต่อคุณภาพของผิวฟิลม์บางและสมบติัทางไฟฟ้าและทางแสงภายใต้
การเติมสารลดแรงตึงผวิชนิดประจุบวกในปริมาณทีÉเหมาะสม อีกทัÊ งในงานวิจยัไดน้าํชัÊนป้องกนั
การสะทอ้นแสงจากฟิลม์บางผลึกนาโนซิงคอ์อกไซดที์Éเจือดว้ยบิสมทัซึÉงมีค่าการทะลุผ่านของแสง
มากกว่า 95 เปอร์เซ็นต์โดยใชใ้นเซลลแ์สงอาทิตยผ์ลึกซิลิคอนโครงสร้างรอยต่อพี-เอ็น มีชัÊนเอ็น
เป็นชัÊนรับแสงซึÉงผลิตดว้ยวิธี Spin on doping (SOD) ร่วมกบัเทคนิคการหมุนเหวีÉยงของสารละลาย
ทีÉลดการพึÉงพาเทคโนโลยสุีญญากาศ ส่งผลให้เซลลแ์สงอาทิตยที์Éได ้มีตน้ทุนการผลิตทีÉต ํÉาและให้
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ค่ากระแสลดัวงจรเท่ากบั25.81mA และแรงดนัไฟฟ้าเปิดวงจรเท่ากบั601.3 mV ทาํให้ประสิทธิภาพ
ของเซลลแ์สงอาทิตยอ์ยูที่Éประมาณ12.23% ภายใตก้ารทดสอบดว้ยแบบจาํลอง PC1D 
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 Antireflection coating(ARC) for solar cells is important in order to reduce the 
loss of the light caused by reflections on the surface. Preparation of the ARC is 
important to increase the energy conversion efficiency of the solar cell since there are 
manyphotons of short and long wavelength able to both reflect and absorb into the 
shallow and deep, respectively.In the case of the ARC layer coated on the surface 
with roughnesssurface induces as a light-trapping of solar cellsbecause of more 
exposure. As a result, the solar cell has highshort circuit current and open circuit 
voltage. 
 This research wasstudiedin the fabrication ofBismuth doped ZnO thin films 
based on nanocrystalline (ZnO:Bi) structureby using aspin coating technique.The 
precursor of the sol-gel for the ZnO:Bi layer was investigated to be an ARC layer of 
the silicon solar cells. The sol-gel preparationis a low-cost technique as compared 
Plasma-enhanced chemical vapor deposition (PECVD)in the plasma and vacuum 
condition.Moreover, the sol-gel technique provided a roughness surface structure  
which contributedthe increase of light-trapping area.The optical energy band gap of 
ZnO:Bi thin films was approximately 3.33-3.35eVby the estimation of Tauc plot that 
related with UV response. Therefore, This study aims to improve the 
ZnO:Binanocrystalline with reducingdefects in Bi doped ZnOby annealing process 
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underforming gas. Meanwhile, the surface quality of ZnO:Bithin films was 
obtaineddue to surfactant addition of cetyltrimethylammonium bromide (CTAB)in 
order to improve moleculesadhesion of zinc oxide. CTAB addition and forming gas 
procedures can affect to the quality of morphology, optical and electrical properties of 
the thin films. Moreover,ZnO:Bithin filmswith transmittanceabove 95% were used as 
a function of ARC layer of crystalline silicon solar cell with using n-emitter layer 
from non-vacuumspin on doping (SOD) technique.As a result, the solar cells with 
ZnO:Bi layer that are cost effective can generateshort circuit current of 25.81mA and 
open circuit voltage of 601.3 mV with12.23% efficiency under PC1D simulation. 
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